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Firmware Update Procedures

DAC-70

This document provides procedures for updating the DAC-70 Up Down Cross Converter.

Updating the DAC-70 UP Down Cross Converter Firmware

What items you should prepare before updating the firmware

® The latest DAC-70 firmware update zip file x1.
The latest firmware zip file can be downloaded from the DAC-70 product page of the Datavideo official

website https://www.datavideo.com/product/DAC-70 . After the downloaded firmware zip file is

unzipped, you can see three firmware files. Moreover, you can see the “DAC-70 Center.exe” in DAC
Center 1.0.9.4 file folder and “DataVideo Upload Programmer V2.0.exe” in DataVideo Upload
Programmer V2.0 file folder.
» DAC-70 firmware files: DAC70-FW-3103.M32, DAC70-FW-2103.N26 & DAC70-FW-0141.BIN
Upload Programmer V2.0 software x 1
Windows PC with USB 2.0 port x 1
USB type A to micro USB adapter cable (USB 2.0) x 1
DAC-70x 1
12V power adapter x 1

This document describes how to perform firmware update on a Windows computer.



https://www.datavideo.com/product/DAC-70

datavidee

www.datavideo.com 4 support@datavideo.com.tw

System Connection Diagram

DAC-70
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Checking the Firmware Version

1. Please connect a mini-USB to USB Type A adapter cable from the mini-USB interface of your DAC-70 main
unit to the USB Type A interface of your laptop.
2. Please connect a DC12V power adapter to your DAC-70.

3. Please open the “DAC-70 Center.exe” % DAC-70 Centerexe j DAC Center V1.0.9.4 file folder.

4. And then you can see the current firmware version of your DAC-70 which is shown in the following

diagram.
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1. Please make sure that the 12V DC power cable is not connected to your DAC-70.
2. Please make sure the downloaded firmware files are unzipped and saved in the hard disk of your laptop.
3. Please use a mini-USB to USB 2.0 adapter cable to connect from your DAC-70 to your laptop.

4. Please open the “Datavideo Upload Programmer V2.0.exe” “® DataVideo Upload Programmer V2.0.exe | which will

show Disconnected and the connect button is greyed out.

4% DataVideo Upload Firmware v2.0

dat@ Datavideo Technologies Co., Lid.

Connection check
Connect Disconnected
Load file
File name: D:ADAC-70 (VP-577) FW 2.1.0.3 Release\DAC-70 FW 2.1.0.3 Firmware Updat: | Open File
File size: Checksum:
Status

Start

5. Please connect the DC 12V power adapter to your DAC-70 main unit and the connect button will now be

enabled. Click the connect button and the “Datavideo Upload Programmer V2.0.exe” will show Connected.

4@ DataVideo Upload Firmware v2.0

dat@ Datavideo Technologies Co., Lid.

Connection check
Disconnected

Load file
File name: D:\DAC-70 (VP-577) FW 2.1.0.3 Release\DAC-70 FW 2.1.0.3 Firmware Updat:| = Open File

File size: Checksum:

Status
Start
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4@ DataVideo Upload Firmware v2.0 - X
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Connection check

Connected

Load file
File name: |D:\DAC—7U (VP-577) FW 2.1.0.3 Release\DAC-70 FW 2.1.0.3 Firmware Updat:l[ Open File |

File size: I:l Checksum:

Status

Start

7. If your DAC-70 is the old version hardware, it will show “DAC70-FW-0141.BIN” for you to select. However, if
your DAC-70 is the newer version hardware, it will show “DAC70-FW-2103.N26” or “DAC70-FW-3103.M32” . The
“DAC70-FW-0141.BIN”, “DAC70-FW-2103.N26" and “DAC70-FW-3103.M32"are included in the firmware update
files, however, the system will show the correct firmware file for you to select automatically according to your
hardware version. So, there is no risk to select wrong firmware update file during the update procedure. In this

firmware update procedure, we will take “DAC70-FW-0141.BIN” as an example.

X
DAC-70 (V.. > DAC-70 FW 2.1.0.3 Firmware Update v &) O Search DAC-70 FW 2.1.0.3 Fir...
lder = I @
~ Name h Date modified Type Size
DAC Center V1.09.0 9/8/2022 3:13 PM File folder
DataVideo Upload Programmer V2.0 9/8/2022 3:13 PM File folder
[ [ ] DAC70-FW-0141.BIN ] 6/2/2022 10:46 AM BIN File 99
v < >
name: | DAC70-FW-0141.BIN V| Bin Files (*.bin) ~
Cancel
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“& DataVideo Upload Firmware v2.0 — X
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Connection check

BT Connected

Load file
File name: |D:\DAC—70 (VP-577) FW 2.1.0.3 Release\DAC-70 FW 2.1.0.3 Firmware Updati“ Open File

File size: 100752 Bytes Checksum: | 0x7ABG

Status

Start

8. Please click the Start button and wait for the progress bar to finish.

4% DataVideo Upload Firmware v2.0 - X
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Connection check

BT Connected

Load file
File name: |D:\DAC—?U (VP-577) FW 2.1.0.3 Release\DAC-70 FW 2.1.0.3 Firmware Updatt| Open File

File size: 100752 Bytes Checksum: |0x7ABG

Status

P — "

9. After the update is finished, the utility will show PASS to confirm that the unit has been updated successfully.

4@ DataVideo Upload Firmware v2.0 — hd
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Connection check

Connect Disconnected

Load file
File name: D:\DAC-70 (VP-577) FW 2.1.0.3 Release\DAC-70 FW 2.1.0.3 Firmware Updat:| | Open File

File size: 100752 Bytes Checksum:  0x7ABG
Status
I st | PASS

10. The utility will automatically disconnect the DAC-70 unit.
11. Unplug the USB cable from the DAC-70 and power cycle the unit.
12. The updated DAC-70 is now ready for use.



