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Firmware Update Procedures

PTC-285/PTC-285T/PTC-285NDI

This document provides procedures for updating the PTC-285 4K Tracking PTZ Camera, PTC-285T 4K
HDBaseT Tracking PTZ Camera and PTC-285NDI 4K NDI Tracking PTZ Camera. The PTC-285, PTC-285T and
PTC-285NDI use the same firmware. This document will take the PTC-285T as an example.

Updating the PTC-285/PTC-285T/PTC-285NDI Camera

Firmware(V1.1.54)

What items you should prepare before updating the firmware

® The latest PTC-285, PTC-285T or PTC-285NDI firmware update zip file x1(PTC-285, PTC-285T &
PTC-285NDI use the same firmware).
For PTC-285
The latest firmware zip file can be downloaded from the PTC-285 product page
https://www.datavideo.com/product/PTC-285 of the Datavideo official website.
For PTC-285T
The latest firmware zip file can be downloaded from the PTC-285T product page
https://www.datavideo.com/product/PTC-285T of the Datavideo official website.
For PTC-285NDI
The latest firmware zip file can be downloaded from the PTC-285NDI product page
https://www.datavideo.com/product/PTC-285NDI of the Datavideo official website.

After the downloaded firmware zip file is unzipped, you can see one firmware file and one file folder
with the firmware upgrade tool.
» Camera firmware file: “VX12DBA_A7.D_V1.1.54_24M_20240417.img".
» Firmware update tool: “upgrade.exe” in the upgrade v2.9 file folder.
For PTC-285 & PTC-285NDI
PTC-285 or PTC-285NDI camera x 1
12V power adapter x 1

Laptop or PC x 1 (When updating by web Ul)

USB Flash Drive x 1 (When updating by the USB flash drive)
Monitor x 1

Ethernet Cable x 1


https://www.datavideo.com/product/PTC-285
https://www.datavideo.com/product/PTC-285T
https://www.datavideo.com/product/PTC-285NDI
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® HDMI Cablex 1

For PTC-285T

PTC-285T camera x 1

HBT-16 4K HDBaseT Receiver Box x 1

56V power adapter x 1 for the HBT-16

Laptop or PC x 1(When updating by web Ul)

USB Flash Drive x 1 (When updating by the USB flash drive)
Ethernet Cable x 2

HDMI Cable x 1

Monitor x 1

This document describes how to perform firmware update on a Windows computer.
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System Connection Diagram

For PTC-285 & PTC-285NDI(Firmware Update by PTC-285 Series Web Ul or FW

Update Tool)
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For PTC-285T(Firmware Update by PTC-285 Series Web Ul or FW Update Tool)
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For PTC-285 & PTC-285NDI(Firmware Update by USB Flash Drive)

DCIN 12V Power

_ HDMI Cable

For PTC-285T(Firmware Update by USB Flash Drive)

HDMI Cable
DCIN 12V Power
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Updating the Firmware-By Firmware Update Tool

Checking the Firmware Version

1. Please connect your PTC-285, PTC-285T or PTC-285NDI according to the diagram in the System
Connection Diagram.
2. The factory default for the PTC-285, PTC-285T or PTC-285 NDI is in DHCP mode. So, please make sure that

your laptop or PCis set in DHCP mode. In this document, we will use the PTC-285T as an example.

Internet Protocol Version 4 (TCP/IPv4) Properties e

General  Alternate Configuration

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

[ (@) Obtain an IP address automatically ]
(O Use the following IP address:

@_‘.- Obtain DNS server address automatically

(C) Use the following DNS server addresses:

alidate settings upon exit Advarced...

3. Please download Datavideo DVIP Network Configuration Tool from the product page of Datavideo official
website https://www.datavideo.com/product/PTC-285. After that, please use the DVIP Network
Configuration Tool to find the DHCP IP address of your PTC-285, PTC-285T or PTC-285NDI. In this example,
the DHCP IP address is 192.168.50.47.



https://www.datavideo.com/product/PTC-285
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jptc285 [192.168.50.47] [00:07:36:0B:47:70]

4. Please enter the detected DHCP IP address of your PTC-285, PTC-285T or PTC-285NDI into the address bar
of your web browser to open the PTC-285, PTC-285T or PTC-285NDI’s web Ul(Note: This new version Web
Ul is available from the firmware version v1.1.40 or above). After that, please enter the default “User
Name” and “Password” to enter the web Ul.

User Name: admin

Password: admin
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5. After that, you can see the main interface of the PTC-285, PTC-285T or PTC-285NDI’s web Ul which is

shown in the following diagram. Please click the “System” option.

Camera Setup mMan  SAT  mSub RTSP  VideoOuiput  1080P30

Contrast 7 Gain Limit 9

Brightness Exposure Auto

Saturation 100%
ExpCompMode (@ o)

Hue

Sharpness 6 Backlight C-
Meter Average v
T

6. After entering into the “System” page, you can see the current firmware version which is shown in the

following diagram.

System mMan  SRT  mSub  RVSP  Video Output  1080P30

datavidee

Camera Name UHD Camera
language English v
Tally Mode OFF L

[\'er:)or. SOC v1.1.41 - ARM 7.0. =|<n]

o ]
Account and Passworc

Admin Password ~ seees P

Note: For the PTC-285 series camera which the firmware version is before v.1.1.40, please use the
firmware update tool or USB flash drive to update the firmware. For the PTC-285 series camera which the
firmware version is v1.1.40 or later(v1.1.40 is included), you can use the Web Ul, USB flash drive or the
firmware update tool to do the firmware update.
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Updating the Firmware-By PTC-285 Series Web Ul

1. Before updating the firmware, please make sure that your PTC-285, PTC-285T or PTC-285NDI is connected

correctly according to the System Connection Diagram

2. Please make sure that the current firmware version of your PTC-285, PTC-285T or PTC-285NDl is v.1.1.40

or above.

3. Please use the DVIP Network Configuration Tool to find the DHCP IP address of your PTC-285, PTC-285T or
PTC-285NDI. The DVIP Configuration Tool can be downloaded from the product pages of the PTC-285 series

cameras from Datavideo official website.

. DVIP Network Configuration Tool v1.1.6 = o X

Settings

datavideo

4. Please enter the detected DHCP IP address of your PTC-285, PTC-285T or PTC-285NDl into the address bar
of your web browser to open the PTC-285, PTC-285T or PTC-285NDI’s web Ul(Note: This new version Web
Ul is available from the firmware version v1.1.40 or above). After that, please enter the default “User
Name” and “Password” to enter the web Ul.

User Name: admin

Password: admin

datavideo
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5. You can see the main interface of the PTC-285 series Web Ul which is shown in the following diagram.

Please click the “System” option.

Camera Setup Vain " Video Outps 1080P30

Wide slow | AT | #

Stare Call

Contrast 7 Gain Limit 9
Brightness Exposure Auto v
Saturation 100%

ExpCompMode ED
Hue
Sharpness & Backlight ED

Meter Average

6. After entering the “System” page, please click the “Browse” button to select the latest downloaded and
unzipped firmware from your laptop or PC which is shown in the following diagram. We will use the

firmware version v.1.1.44 as an example in this section.

Tally Mode OFF
Ve
Adunia P p
er == ~ TN 0
Name Date modified Type Size
upgrade v2.9 12/19/2023 2:38 PM File folder
|©] VX12DBA_A7.D_V1.1.44_24M_20231123.i..  12/7/2023 3:43 PM Disc Image File 119,485
< >
e |VX12DBA_AT.D_V1.1.44_24M_20231123.img v| Disc Image File (~img) v
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7. After the latest firmware is selected, please click the “Update” button, and then the firmware update

procedure will be started automatically.

System mMaun SRT  @Sub RSP Video O 1080P30

Camera Name UHD Camer a

English v

Tally Mode OFF >

rmware
Version SOCv1.1.41 - ARM 7.0.318D
File Path VXI12DBA_A7.D_V1.1.44_24M_

and Pa
Admin Password 7
System mMain  SRT WS RTSP deo Output 1080P30

Camera Name UHD Camera

language English v
Tally Mode OFF v

Firmware
Version SOC v1.1.41 - ARM 7.0.318D

File Path vxizoea Ao vl [

Admin Password &

8. After the firmware update procedure is done, the PTC-285 series camera will reboot automatically, and
then the whole firmware update procedure is done successfully. After logging into the Web UI>System, you

can see that the new firmware version is shown in the following diagram.

System mh sHT m RISP  Video Oun 1080P30

Tally Mode OFF

Version SOC v1.1.44 - ARM 7 ‘.-m]
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Updating the Firmware-By USB Flash Drive

1. Please make sure your PTC-285, PTC-285T or PTC-285NDI is connected correctly according to the System
Connection Diagram (Firmware Update by USB Flash Drive).

2. Please make sure the latest PTC-285, PTC-285T or PTC-285NDI firmware is downloaded from its product

page from Datavideo official website.
3. Please format your USB flash drive as the FAT32 format.

4. Please unzip the downloaded firmware file and then save the firmware file
“VX12DBA_A7.D_V1.1.54 24M_20240417.img” | VX12DBAA7.DV1.1.54 24M_20240417.img jnto the root directory

of your USB flash drive.

5. Please insert the USB flash drive with the latest firmware file into the “F/W UPGRADE ONLY” USB interface
which is located on the rear panel of the PTC-285 or the PTC-285T.

6. Please press the “MENU" button= from the PTC-285, PTC-285T or PTC-285NDI’s remote controller

to open the camera OSD menu.

7. Please use the “Micro Joystick” . of the PTC-285, PTC-285T or PTC-285NDI’s remote controller to

move to the “Setup” option.

8. After the “Setup” option is selected, please press the “Micro Joystick". to enter the “Setup” page.

Exposure

Color

Image

P/ 7

Noise Reduction
PSetup

Communication Setup
Information

Restore Default

[Home] Enter
[Menu] Exit

11
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9. Please use the “Micro Joystick” of the PTC-285, PTC-285T or PTC-285NDI’s remote controller to move to
the “USB UPGRADE” option in the “Setup” page.

Language EN

HDMI RGB Mode HDMI
Video Format 108QR30
Audio Select LINESIN
SDT—3G Mode LEVEL-A
pUSB UPGRADE R

VISCA. ID By DIR
Audio Channel Stereo

AV Select Item
4» Change Value
[Menu] Back

10. Please move the “Micro Joystick” of the PTC-285, PTC-285T or PTC-285NDI’s remote controller to the left
or right side to turn the “USB UPGRADE” option to “ON”. After that, please press the “Micro Joystick” to
confirm the selection, and then the firmware update procedure will be started automatically. During the
update procedure, the “Updating! Please Wait!” reminder will be shown on the external screen. When the
firmware update is done, the PTC-285, PTC-285T or PTC-285NDI will reboot automatically and the firmware

update is done successfully.
Language EN
HDMI RGB Mode HDMI
Video Format 1080R30
Audio Select LINESIN
SDI-3G Mode LEVEIFSA
pUSB UPGRADE On

VISCA 1D By DI
Audio Channel Stereo
AY Select Item

4 Change Value
[Menu] Back

[Home | OK

Note: No image will be shown on the external screen during a period of time of the firmware update
procedure, please do not turn off the camera at this time. After the firmware update is done successfully,

the camera will reboot automatically.

12
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Updating the Firmware-By Firmware Update Tool

1. Before updating the firmware, please make sure that your PTC-285, PTC-285T or PTC-285NDI is connected
correctly according to the System Connection Diagram

2. Please unzip the download firmware file and then please enter the “upgrade v2.9” file folder = woadev2e  to

| “ upgrade.exe

see the firmware update tool “upgrade.exe”

3. Please double-click the “upgrade.exe” to open it, and then you can see its interface which is shown in the
following diagram.

» UPGRADE v2.9 - a X

Search | Upgrade @ Preview

Devices: BatUpgrade Interface | Ethernet:192.168.100.50 - || Search

No ~ IP Address NetMask Gatellay MAC Address Uptime VersiorDevice First

Config Backup

Mode Manual ~ Snapsho
IP Address

NetiMask

GateWay

First DNS

MAC Addres D4/ : E0 | : [8E| & g g Change

Set Reset

Language English ~ TYPE1 ~

4. Please press the “Search” button to find the IP address of the connected camera. In this example, the IP
address is “192.168.50.47” which is shown in the following diagram.

» UPGRADE v2.9 - [m] X

Search | Upgrade = Preview

Devices: 1 BatUpgrade Interface | Ethernet:192.168.50.90 -

No = IP Address NetMask Gatelay MAC Address Uptime VersiorDevice Firs

1| 192.168.50.47 | 255.255.255.. 192.168.50.1 00:07:36:0B:47.. 00:09:43 1.1.44 A7.D  192.

‘. r

Config Backup

Mode Manual - Snapsho
IP Address

NetiMask

GateWay

First DNS

MAC Addres D4/ : [E@| : 8E| : B 5 Change

Set Reset

Language |English ~ TYPE1 ~

13
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5. Please double-click the detected DHCP IP address. In this example, it is “192.168.50.47”, and then you can
see the interface which is shown in the following diagram.

) UPGRADE v2.9 - O X
Search = Upgrade | Preview
Type |MTD + 192.168.50.47 | Query |
Load File sktop/vP-967(PTC-285)/software/VX12DBA_A7.D_V1.1.22_24M_20230204.img|| Open
| 0% Upgrade
Status disconnect  disconnect
Language  English ~ TYPE1 ~

6. Please click the “Open” button to select your downloaded latest firmware file. We will use the firmware
version v.1.1.44 as an example in this section.

& UPGRADE v2.9 - O X
Search =~ Upgrade Preview
Type MTD ~1]192.168.50.47 | Query |
Load File sktop/vP-967(PTC-285)/software/VX12DBA A7.D V1.1.22 24M 20230204. img
| 0% Upgrade
Status disconnect  disconnect
Language English ~ TYPE1 ~

14
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el
MName Date modified Type Size
upgrade v2.9 12/19/2023 3:.53 PM File folder

l [@] VX12DBA_A7.D_V1.1.44 24M_20231123... | 12/7/2023 3:43 PM Disc Image File 119,485

< >
1e: [VX12DBA_AT.D_V1.1.44_24M_20231123.img V| IMG Files(*.img) ~

7. Please click the “Upgrade” button to start the firmware update procedure. At this time, there is a

reminder “Updating! Please Wait!” which will be shown on the external monitor.

' UPGRADE v29 - O >

Search Upgrade Preview

Type MTD ~ 192.168.58.47 | Query |
Load File D:/VX12DBA_A7.D _V1.1.44 24M 20231123.img Open
85% Upgrade

Status connected file verify succeed upgradeing

VERSION INFO E
SOC: v1.1.44

ARM: v7.0.37SD

AF: v2.4.73

MODEL: A7.D

UPGRADE: v1.1

MTD INFO

Dev Size Erasesize Name

179 @ 7634944 mmcblk®

179 128 mmcblkepl

179 2 1024 mmcblkep2

179 3 896 mmcblkep3

179 4 1024 mmcblkep4d

179 5 16384 mmcblk@ps

179 6 16384 mmcblk@n6 &

VP wWwNRE®

Language English = TYPE1

15
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8. After the firmware is successfully updated, the PTC-285, PTC-285T or PTC-285NDI will reboot

automatically. Please wait until the progress bar reaches 100%, and then please press the “OK” button. The
PTC-285, PTC-285T or PTC-285NDI camera is now successfully updated.
Search Upgrade Preview

Type |MTD ~1192.168.50.47

Query
Load File |D: /VX12DBA _A7.D V1.1.44 24M 208231123.img Open
100% Upgrade
| | Status disconnect file verify succeed upgradeing
&) Information X
0 Upgrade Success
| ok |
Language English - TYPE1 ~

16



