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Firmware Update Procedures

HS-4000 & SE-4000

This document provides procedures for updating the HS-4000 4K 8-Channel Digital Video Switcher and
SE-4000 4K 8-Channel Portable Video Streaming Studio.

Note: Please make sure that your switcher is in a cooling state before updating the firmware in order to
prevent the firmware update failure due to that the temperature is too high during the firmware update

process.

Updating the HS-4000 4K 8-Channel Portable Video Streaming Studio

& SE-4000 4K 8-Channel Digital Video Switcher Firmware(CTL SW

v1.5.6 & MU SW v1.1.1.3)

What items you should prepare before updating the firmware

® The latest HS-4000 firmware update zip file x 1 or the latest SE-4000 firmware update zip file x 1.
The latest HS-4000 firmware zip file can be downloaded from the HS-4000 product page of the
Datavideo official website https://www.datavideo.com/product/HS-4000. The latest SE-4000 firmware

file can be downloaded from the SE-4000 product page of the Datavideo website
https://www.datavideo.com/product/SE-4000. Because the SE-4000 and HS-4000 use the same

firmware file. This document will use the HS-4000 firmware file as an example.

After the downloaded firmware zip file is unzipped, you can see that there is one zip file and two
firmware update tools including “sehs4000_upgrader_v2.0.1.exe” and
“sehs4000_upgrader_v2.0.1_win7_8.exe”.
» se4000_MU_v1.1.1.3_CTL_v1.5.6.zip: This is the firmware zip file for updating the HS-4000 &
SE-4000 main unit & CTL.
» sehs4000_upgrader_v2.0.1.exe: This is the firmware update tool for Windows 10 OS or above.
» sehs4000_upgrader_v2.0.1_win7_8.exe: This is the firmware update tool for Windows 7 or Windows
8 OS.
HS-4000 x 1 or SE-4000 x 1
AC/DC 56V power adapter x 1 (for HS-4000 only)
DCIN 12V power adapter x2 (for SE-4000 main unit and control panel)
RJ-45 Ethernet Cable x 3 (for SE-4000 update by connecting through router)
RJ-45 Ethernet Cable x 1 (for HS-4000 firmware update by connecting directly)

RJ-45 Ethernet Cable x2 (for HS-4000 firmware update by connecting through router)
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This document describes how to perform firmware update on a Windows computer.

System Connection Diagram

Updating HS-4000 Main Unit & CTL by connecting to laptop directly

AC/DC 56V Power Adapter

RJ-45 Ethernet Cable

Updating HS-4000 Main Unit & CTL by connecting to a router (by static IP address or by DHCP)
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AC/DC 56V Power Adapter

RJ-45 Ethernet Cable RJ-45 Ethernet Cable

Updating SE-4000 Main Unit & CTL by connecting to a router (by static IP address or by DHCP)
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RJ-45 Ethernet Cable
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RJ-45 Ethernet Cable
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Checking the Firmware Version

® For HS-4000

1. Please connect a 4 pin XLR AC/DC 56V power adapter to the HS5-4000 main unit.
2. Please press the power buttons of the HS-4000 main unit to turn on the power.

3. After turning on the power, you can see the main interface of the HS-4000 control panel which is shown in

the following diagram.

User Wipe P-in-P Still =]

G B | User Memory ‘ | User Memory '

8

Setting

4. Please press the “gear” icon which is located on the top-right corner of the screen to enter the “Menu”

page.
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| User Memory \
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Setting

5. Please press the “Setup” button.

{ Back Menu

Name : Ip Address :

HS-4000 b 192.168.100.101 b

I Inputs Outputs

8| chroma

6. After entering the “Setup” page, please press the “Software” button.
<{ Menu Setup

<] Language Network Software

English

7. And then you can see the current “App Version”, “SW Version”, “Firmware” and “Os Version” from

“Setup>Software” page which is shown in the following diagram.
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{ Menu Setup

<] Language Network Software

Upgrade > V1.4.1

Firmware : Os Version :

2023.11-01 0l.2d

® For SE-4000
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1. Please connect a 4 pin XLR DCIN 12V power adapter to the DCIN 12V interface which is located on the rear

panel of the SE-4000 main unit.

2. Please connect a DCIN 12V power adapter to the power interface which is located on the rear panel of the

SE-4000 control panel.

3. Please use an RJ-45 Ethernet cable to connect from the DVIP interface which is located on the rear panel

of the SE-4000 main unit to the DVIP interface which is located on the rear panel of the SE-4000 control

panel.

4. Please press the power button which is located on the front panel of the SE-4000 main unit. After that,

please press the power switch which is located on the rear panel of the SE-4000 control panel.

5. After turning on the power, you can see the main interface of the SE-4000 control panel which is shown in

the following diagram.

User Wipe P-in-P Still

‘ User Memory‘ Xj |j B

B D | User Memory ‘ ‘ User Memory '

8

Setting
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6. Please press the “gear” icon which is located on the top-right corner of the screen to enter the “Menu”

page.

User Wipe P-in-P Still

8

Setting

7. Please press the “Setup” button.

{ Back Menu

Name : Ip Address :

HS-4000 b 192.168.100.101 b

I Inputs Outputs

8| chroma

8. After entering the “Setup” page, please press the “Software” button.
<{ Menu Setup

<] Language Network Software

English

9. And then you can see the current “App Version”, “SW Version”, “Firmware” and “Os Version” from

“Setup>Software” page which is shown in the following diagram.
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{ Menu Setup

< Language Network Software

Upgrade > V1.4.1

Firmware : Os Version :

2023.11-01 0l.2d

Updating the Firmware-HS-4000 CTL & MU(by Direct Connection)

1. Please make sure the latest HS-4000 firmware is downloaded from Datavideo official website’s HS-4000
product page https://www.datavideo.com/product/HS-4000 . In this section, we will take the firmware
file“SE_HS4000_MU _v1.1.1.3_CTL_v1.4.4” and firmware upgrade tool “v1.0.5” as an example.

2. Please make sure that your HS-4000 is connected correctly according to the diagram in “System

Connection Diagram>Updating HS-4000 Main Unit & CTL by connecting to laptop directly”

3. Please unzip the downloaded latest firmware file “SE_HS4000_MU_v1.1.1.3_CTL _v1.4.4 Firmware
Update”.

4. After that, you can see that there is one firmware zip files “se4000_MU _v1.1.1.3 CTL v1.4.4.zip”, which is
the combined firmware file of the HS-4000 main unit and CTL. Moreover, you can see two firmware update
tool including “sehs4000_upgrader_v1.0.5.exe” and “sehs4000_upgrader_v1.0.5_win7_8.exe”.
The“sehs4000_upgrader_v1.0.5.exe” is for Windows 10 or above.
The“sehs4000_upgrader_v1.0.5_win7_8.exe” is for Windows 7 or Windows 8. Please select the correct

firmware update tool according to your operating system.

5. Please set your laptop in “Static IP” mode and the IP address must be set as “192.168.100.xxx”. Because
the factory default of the HS-4000 is “Static IP” mode and the default static IP address for the HS-4000 main
unit is “192.168.100.101”, the default static IP address for the HS-4000 CTL is “192.168.100.102". We will
take “192.168.100.50” as an example.
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. Internet Protocol Version 4 (TCP/IPv4) Properties *
General

| You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

f (O Obtain an IP address automatically

(®) Use the following IP address:
i IP address: 192 . 168 . 100 . 50
' Subnetmask: [ 255 .255 255, 0
Default gateway: . . O
Obtain DNS server address automatically

(®) Use the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:

[[validate settings upon exit Advanced...

4. Please double-click the firmware update tool “sehs4000_upgrader_v1.0.5.exe” to open it.
H sehs4000_upgrader_v1.0.5.exe

5. You can see the main interface of the firmware update tool which is shown in the following diagram. The
default static IP address of the HS-4000 MU is “192.168.100.101” and the default static IP address of the
HS-4000 CTL is “192.168.100.102".

f SE/HS-4000 Upgrader V1.0.5 - X

v MUIP: 192.168.100.101 #~ CTLIP: 192.168.100.102

Source Selection(1) Start(2) CTL Reboot(3)
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6. Please press the “Source Selection” button to select the HS-4000 MU &CTL firmware zip file
“se4000_MU _v1.1.1.3_CTL_v1.4.4.zip".
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f SE/HS-4000 Upgrader V1.05 — X
~¥ MUIP: ‘1 92.168.100.101 ~ CTLIP: 192.168.100.102
Source Selection(1) ‘ Start(2) CTL Reboot(3)
Ider == » [ e
| Name Date medified Type Size
ﬂ SE-4000 Controller v1.1.0.5.exe 12/1/2023 11:04 AM Application 12,387
D 5e4000 MU v1.1.1.3_release_notes.txt 1/25/2024 10:42 PM Text Document 1
[ £ 5e4000_MU_v1.1.1.3_CTL_v1 4.4.zip ] 1/25/2024 10:19 AM Compressed File (. 31,433
&4 sehs4000_upgrader_v1.0.5.exe 1/30/2024 11:45 AM Application 12,784
‘4 sehs4000_upgrader v1.0.5 win7 S.exe 1/30/2024 11:48 AM Application 11,017
LR 4 >
name: | 564000 MU_v1.1.1.3_CTL v1.44.ip v
Open Cancel
f SE/H5-4000 Upgrader V1.0.5 - X

¥ MU IP: ‘192.168.100.101 ¥ CTLIP: 192.168.100.102

Source Selection(1) | Start(2) CTL Reboot(3)

JO MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_(
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7. Please press the “Start” button and then the firmware update procedure will be started automatically

which is shown in the following diagram.

ﬂ SE/HS-4000 Upgrader V1.0.5 — X

¥ MUIP: 192.168.100.101 ~ CTLIP: 192.168.100.102

Source Selection(1) Start(2) CTL Reboot(3)

)0 MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_¢(

? SE/HS5-4000 Upgrader V1.0.5 - *

¥ MUIP: 192.168.100.101 # CTLIP: 192.168.100.102

Source Selection(1) | | Start(2) CTL Reboot(3)

JO MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_(

Upgrading in Progress!
MU Upgrade Donel!
CTL Upgrading!

8. Once the “Upgrading Done” reminder is shown which is shown in the following diagram, the HS-4000 will

reboot automatically and then the whole firmware update procedure is done successfully.

11
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r? SE/HS-4000 Upgrader V1.0.5 — *

¥ MUIP: 192.168.100.101 ~ CTLIP: 192.168.100.102

Source Selection(1) ‘ Start(2) ‘ CTL Reboot(3) ‘
JO MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_¢(
|Upgrading Done! |
MU Upgrade Done!
CTL Upgrade Done!

Updating the Firmware-HS-4000 CTL & MU(by static IP address or by

DHCP)

1. Please make sure the latest HS-4000 firmware is downloaded from Datavideo official website’s HS-4000
product page https://www.datavideo.com/product/HS-4000 . In this section, we will take the firmware
file“SE_HS4000_MU_v1.1.1.3_CTL v1.4.4” and firmware upgrade tool “v1.0.5” as an example.

2. Please make sure that your HS-4000 is connected correctly according to the diagram in “System
Connection Diagram>Updating HS-4000 Main Unit & CTL by static IP address or by DHCP”

3. Please unzip the downloaded latest firmware file “SE_HS4000_MU_v1.1.1.3_CTL_v1.4.4 Firmware
Update”.

4. After that, you can see that there is one firmware zip files “se4000_MU _v1.1.1.3_CTL v1.4.4.zip”, which is
the combined firmware file of the HS-4000 main unit and CTL. Moreover, you can see two firmware update
tool including “sehs4000_upgrader_v1.0.5.exe” and “hs4000_upgrader_v1.0.5_win78.exe”.
The“hs4000_upgrader_v1.0.5.exe” is for Windows 10 or above.
The“sehs4000_upgrader_v1.0.5_win7_8.exe” is for Windows 7 or Windows 8. Please select the correct

firmware update tool according to your operating system.
® For Static IP Mode

» Please turn on the power of your HS-4000 and then you can see the initial screen which is shown in the

following diagram. Please tap the “gear” icon.

12


https://www.datavideo.com/product/HS-4000

datavideo

www.dotavideo,com support@datavideo.com.tw

User Memory

B

» After that, please tap the “Setup” button.

Setting

< Back Menu

Name : Ip Address :

HS-4000 > 192.168.100.101°

I Start Inputs Outputs

Keyer ! Chroma

Files

» Please press the “Network” button which is shown in the following diagram.

<{ Menu Setup

| Language Network Software

English

13
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»You can see the “Network” interface, please confirm that the “HS-4000 DHCP” and “HS-4000 CTL DHCP”

are turned “OFF”. Moreover, please confirm that the “HS-4000 IP Address” is “192.168.100.101” and
the “CTL IP Address” is “192.168.100.102".

< Menu Setup

| Language Network Software

HS-4000 DHCP : HS-4000 IP Address : HS-4000 Network Mask :

192.168.100.101>  255.255.255.0

CTL DHCP : CTL IP Address : CTL Network Mask :

192.168.100.102>  255.255.255.0

Network Def

» Please set your laptop or PC in “Static IP” mode and the static IP address must be within the same LAN
with the HS-4000. In this section, we will use “192.168.100.35” as an example.

Internet Protocol Version 4 (TCP/IPv4) Properties *
General

You can get IP settings assigned automatically if your network supports
this capability, Otherwise, you need to ask your network administrator
for the appropriate IP settings.

(O Obtain an IP address automatically
(®) Use the following IP address:

IP address: [ 192 . 168 . 100 . 35 }
Subnet mask: | 255.255.255. 0 |
Default gateway:

Obtain DNS server address automatically

(®) Use the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:

[]validate settings upon exit Advancad...

14
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» Please download the “DVIP Network Configuration Tool” from Datavideo official website’s HS-4000
product page https://www.datavideo.com/product/HS-4000

» Please use the “DVIP Network Configuration Tool” to confirm that your laptop or PC, your H5-4000 main
unit and HS-4000 CTL are set in the same LAN.

Notel: If the detected MU & CTL IP addresses are not in the same LAN, please use the tip of a ball pen to
press at the small hole which is located next to the USB interface on the rear panel of the HS-4000 or
SE-4000’s main unit for about 5-10 seconds, and then the static IP address of the HS-4000 or SE-4000’s
main unit will be resumed to the factory default “192.168.100.101".

Note2: Once the SE-4000 or HS-4000 is switched between the Static or DHCP mode, please remember to
press the “Scan” button from “Menu>Scan” to rescan the MU & CTL IP addresses after rebooting the
SE-4000 or HS-4000 in order to make sure that the SE-4000 or HS-4000’s MU & CTL IP addresses are set in
the same LAN.

<{ Back Menu

Name : Ip Address :
HS-4000 ? 192.168.100.101”

I Inputs Outputs

! Chroma

Files

15
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B seiectN.  ? b4

Network Interface:
[192.168.100,35] Ethernet

Cancel

. DVIP Network Configuration Tool v1.1.6 = [m] X

Settings

a

datavideo

INVS-32 [192.168.50.138] [00:07:36:0A:0B:0C]

» Please open the HS-4000 firmware update tool “sehs4000_upgrader_v1.0.5.exe”

n.—'—i' sehs4000_upgrader_v1.0.5.exe

f SE/HS-4000 Upgrader V1.0.5 - X

¥ MUIP: 192.168.100.101 ~ CTLIP: 192.168.100.102

Source Selection(1) Start(2) CTL Reboot(3)

16



datavidee

www.datavideo.com

» Please press the “Source Selection” to select the latest HS-4000 MU &CTL firmware file ”
se4000_MU _v1.1.1.3_CTL_v1.4.4.zip” from your laptop or PC.

1 support@datavideo.com.tw

§ HS-4000 Upgrader V1.0.1 — x
MU IP: 192.168.100.101 CTL IP: 192.168.100.102
Source Selection(1) Start(2) CTL Reboot(3)
Ider == » [ e
E Name - Date medified Type Size

ﬂ SE-4000 Controller v1.1.0.5.exe Application 387

C] 5e4000 MU v1.1.1.3_release_notes.txt Text Document 11

[ % 5ed000_MU_v1.1.1.3_CTL_v1.4.4.zip ] Compressed File (... 31,433

e sehs4000_upgrader_v1.0.5.exe Application 12,784

4 sehs4000_upgrader_v1.0.5_win7_8.exe Application 11,017|

LR 4 >
name: | sed000_MU_v1.1.1.3_CTL_v1.4.4.zip v

Open Cancel

» Once the firmware file is selcted, please press “Start” and then the firmware update procedure will be

started automatically.

f SE/HS-4000 Upgrader V1.0.5 - s

¥ MUIP: 192.168.100.101 ~ CTLIP: 192.168.100.102

Source Selection(1) Start(2) CTL Reboot(3)

J0 MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_¢(

17
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? SE/HS5-4000 Upgrader V1.0.5 - *

¥ MUIP: 192.168.100.101 # CTLIP: 192.168.100.102

Source Selection(1) | | Start(2) CTL Reboot(3)

JO MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_(

Upgrading in Progress!
MU Upgrade Donel!
CTL Upgrading!

» When the “Upgrading Done!” reminder is shown, the HS-4000 will reboot automatically, and the whole

firmware update procedure is done successfully.

f SE/HS-4000 Upgrader V1.0.5 — *

¥ MUIP: 192.168.100.101 ~ CTLIP: 192.168.100.102

Source Selection(1) ‘ Start(2) | CTL Reboot(3)

JO MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_¢(

Upgrading Done!
MU Upgrade Done!
CTL Upgrade Done!

® For DHCP Mode

» Please turn on the power of your HS-4000 and then you can see the initial screen which is shown in the

following diagram. Please tap the “gear” icon.

18
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| User Memory

4

1 2 3
5 6 7

8

Setting

» After that, please tap the “Setup” button.

<{ Back Menu

Name : Ip Address :

HS-4000 > 102.168.100.101°

I Start Inputs Outputs

Keyer ! Chroma

» Please press the “Network” button which is shown in the following diagram.

<{ Menu Setup

| Language Network Software

English

19
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»You can see the “Network” interface, please confirm that the “HS-4000 DHCP” and “HS-4000 CTL DHCP”

are turned “ON”. After that, please press the “Save” button.
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<{ Menu Setup

| Language Network Software

HS-4000 DHCP : HS-4000 IP Address : HS-4000 Network Mask

192.168.100.101 255.255.255.0

CTL DHCP : CTL IP Address : CTL Network Mask :

192.168.100.102 255.255.255.0

Network Def

» Please reboot your HS-4000 and then you can see that your HS-4000 is set in DHCP mode.

< Menu Setup

4 Language Network Software

HS-4000 DHCP : HS-4000 IP Address : HS-4000 Network Mask :

192.168.100.101 255.255.255.0

CTL DHCP : CTL IP Address : CTL Network Mask :

255.255.255.0

Network Def

20
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» Please set your laptop or PC in DHCP mode.

Internet Protocol Version 4 (TCP/IPv4) Properties *

General Alternate Configuration

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

[@. Obtain an IP address automatically }
(O Use the following IP address:

(7) Obtain DNS server address automatically

(®) Use the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:

[Jvalidate settings upon exit Advancad...

» Please download the “DVIP Network Configuration Tool” from Datavideo official website’s HS-4000
product page https://www.datavideo.com/product/HS-4000

» Please use the “DVIP Network Configuration Tool” to confirm that your laptop or PC, your H5-4000 main
unit and HS-4000 CTL are set in the same LAN.

W seectnN.  ? b4

Network Interface:
[192.168.50.90] Ethernet

Cancel

21
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[ DVIP Network Configuration Tool v1.1.6 = [m] X

Settings

a 3

INVS-32 [192.168.50.154] [00:07:36:42:52:62]

» Please open the HS-4000 firmware update tool “sehs4000_upgrader_v1.0.5.exe”

H 5ehs4000_upgrader_v1.0.5.exe

f SE/HS-4000 Upgrader V1.0.5 — *

¥ MU IP: ‘192.168.100.101 ¥ CTLIP: 192.168.100.102

Source Selection(1) | Start(2) CTL Reboot(3)

22
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» Please modify the MU IP and CTL IP to the DHCP IP addresses which are detected by your DVIP
Configuration Tool. In this example, the MU IP address is “192.168.50.133” and the CTL IP is
“192.168.50.68".

@ SE/H5-4000 Upgrader V1.0.5 — X

¥ MUIP: 192.168.50.133 v CTLIP: 192.168.50.68

Source Selection(1) Start(2) CTL Reboot(3)

» Please press the “Source Selection” to select the latest HS-4000 MU &CTL firmware file ”
se4000_MU _v1.1.1.3 _CTL_v1.4.4.zip” from your laptop or PC.

f SE/HS-4000 Upgrader V1.0.5 — X
¥ MUIP: 192.168.50.133 v CTLIP: 192.168.50.68
Source Selection(1) Start(2) CTL Reboot(3)
der v | 0
Name - Date modified Type Size
_[%’ SE-4000 Controller v1.1.0.5.exe 12/1/2023 11:04 AM Application
=] se4000 MU v1.1.1.3_release_notes.txt 1/25/2024 10:42 PM Text Document 11
5‘5 5e4000_MU_v1.1.1.3_CTL_v1.4.4zip 1/25/2024 10:19 AM Compressed File (... 31,433
\ed sehs4000_upgrader_v1.0.5.exe 1/30/2024 11:45 AM Application 12,784
i3 sehs4000_upgrader_v1.0.5_win7_8.exe 1/30/2024 11:48 AM Application 1,017
< >
name: | se4000_MU_v1.1.1.3_CTL_v1.44.zip ~
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» Once the firmware file is selcted, please press “Start” and then the firmware update procedure will be

started automatically.

f SE/HS-4000 Upgrader V1.0.5 - *

v MUIP: 192.168.50.133 ¥ CTLIP: 192.168.50.68

Source Selection(1) Start(2) CTL Reboaot(3)

JO MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_¢(

» When the “Upgrading Done!” reminder is shown, the HS-4000 will reboot automatically, and the whole

firmware update procedure is done successfully.

@ SE/HS-4000 Upgrader V1.0.5 - X

v MUIP: 192.168.50.133 ¥ CTLIP: 192.168.50.6§

Source Selection(1) | Start(2) | CTL Reboot(3) |

J0 MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_t(

Upgrading Done!
MU Upgrade Done!
CTL Upgrade Donel!
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Updating the Firmware-SE-4000 CTL & MU(by static IP address or by

DHCP)

1. Please make sure the latest SE-4000 firmware is downloaded from Datavideo official website’s SE-4000
product page https://www.datavideo.com/product/SE-4000 . In this section, we will take the firmware
file“SE_HS4000_MU_v1.1.1.3_CTL_v1.4.4” and firmware upgrade tool “v1.0.5” as an example.

2. Please make sure that your SE-4000 and SE-4000’s control panel are connected correctly according to the
diagram in “System Connection Diagram> Updating SE-4000 Main Unit & CTL by connecting to a router (by
static IP address or by DHCP)

3. Please unzip the downloaded latest firmware file “SE_HS4000_MU _v1.1.1.3_CTL _v1.4.4 Firmware
Update”. Note: The SE-4000 and HS-4000 use the same firmware file.

4. After that, you can see that there is one firmware zip files “se4000_MU_v1.1.1.3_CTL _v1.4.4.zip”, which is
the combined firmware file of the SE-4000 main unit and CTL. Moreover, you can see two firmware update
tool including “sehs4000_upgrader_v1.0.5.exe” and “sehs4000_upgrader_v1.0.5_win7_8.exe”.
The“sehs4000_upgrader_v1.0.5.exe” is for Windows 10 or above.
The“sehs4000_upgrader_v1.0.5_win7_8.exe” is for Windows 7 or Windows 8. Please select the correct

firmware update tool according to your operating system.

® For Static IP Mode

» Please turn on the power of your SE-4000 and then you can see the initial screen which is shown in the
following diagram. Please tap the “gear” icon. The user interface of the SE-4000 is the same as the
HS-4000. We will take HS-4000 as an example in this section.
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User Memory

4

1 p 3
5 6 7

8

Setting

» After that, please tap the “Setup” button.

< Back Menu

Name : Ip Address :
HS-4000 ? 192.168.100.101

I Start Inputs Outputs

Keyer ! Chroma

Files

» Please press the “Network” button which is shown in the following diagram.

< Menu Setup

4 Language Network Software

English
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»You can see the “Network” interface, please confirm that the “HS-4000 DHCP” and “HS-4000 CTL DHCP”
are turned “OFF”. Moreover, please confirm that the “HS-4000 IP Address” is “192.168.100.101” and
the “CTL IP Address” is “192.168.100.102".

< Menu Setup

| Language Network Software

HS-4000 DHCP : HS-4000 IP Address : HS-4000 Network Mask :

192.168.100.101>  255.255.255.0

CTL DHCP : CTL IP Address : CTL Network Mask :

192.168.100.102>  255.255.255.0

Network Def

» Please set your laptop or PC in “Static IP” mode and the static IP address must be within the same LAN
with the HS-4000. In this section, we will use “192.168.100.35” as an example.

Internet Protocol Version 4 (TCP/IPv4) Properties *
General

You can get IP settings assigned automatically if your network supports
this capability, Otherwise, you need to ask your network administrator
for the appropriate IP settings.

(O Obtain an IP address automatically
(®) Use the following IP address:

IP address: [ 192 . 168 . 100 . 35 }
Subnet mask: | 255.255.255. 0 |
Default gateway:

DNS server address automatically

(®) Use the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:

[]validate settings upon exit Advancad...

» Please download the “DVIP Network Configuration Tool” from Datavideo official website’s H5-4000
product page https://www.datavideo.com/product/HS-4000
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» Please use the “DVIP Network Configuration Tool” to confirm that your laptop or PC, your HS-4000 main
unit and HS-4000 CTL are set in the same LAN.

Notel: If the detected MU & CTL IP addresses are not in the same LAN, please use the tip of a ball pen to
press at the small hole which is located next to the USB interface on the rear panel of the HS-4000 or
SE-4000’s main unit for about 5-10 seconds, and then the static IP address of the HS-4000 or SE-4000’s
main unit will be resumed to the factory default “192.168.100.101".

Note2: Once the SE-4000 or HS-4000 is switched between the Static or DHCP mode, please remember to
press the “Scan” button from “Menu>Scan” to rescan the MU & CTL IP addresses after rebooting the
SE-4000 or HS-4000 in order to make sure that the SE-4000 or HS-4000’s MU & CTL IP addresses are set in
the same LAN.

<{ Back Menu

Name : Ip Address :

HS-4000 > 192.168.100.101

Inputs Outputs

! Chroma

Files

W selectnN. 7 X

Network Interface:
[192.168.100.35] Ethernet

Cancel
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B DVIP Network Configuration Tool v1.1.6 = a X

Settings

NVS-32 [192.168.50.138] [00:07:36:0A:0B:0C]

» Please open the HS-4000 firmware update tool “sehs4000_upgrader_v1.0.5.exe”

H sehs4000_upgrader_v1.0.5.exe

f SE/HS-4000 Upgrader V1.0.5 — X

¥ MUIP: ‘192.168.100.101 v CTLIP: 192.168.100.102

Source Selection(1) | Start(2) CTL Reboot(3)
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» Please press the “Source Selection” to select the latest HS-4000 MU &CTL firmware file ”
se4000_MU _v1.1.1.3_CTL_v1.4.4.zip” from your laptop or PC.

support@datavideo.com.tw

? SE/HS-4000 Upgrader V1.0.5 - X
¥ MUIP: 192.168.100.101 #~ CTLIP: 192.168.100.102
Source Selection(1) Start(2) CTL Reboot(3)
slder = M @
Q Name - Date modified Type Size
ﬂSE—4DDOControllervT.'I.D.S.exe 12/1/2023 11:04 AM Application 12,387
|:| 5e4000 MU v1.1.1.3_release_notes.txt 1/25/2024 10:42 PM Text Document 11
5‘]3 5ed4000_MU_v1.1.1.3_CTL_v1 4.4.zip 1/25/2024 10:19 AM Compressed File (... 31,433
\4 5ehs4000_upgrader_v1.0.5.exe 1/30/2024 11:45 AM Application 12,784
e sehs4000_upgrader_v1.0.5_win7_8.exe 1/30/2024 11:48 AM Application 11,017
v < >
ename: | se4000_MU_v1.1.1.3_CTL_v144.zip v

» Once the firmware file is selcted, please press “Start” and then the firmware update procedure will be

started automatically.

? SE/HS5-4000 Upgrader V1.0.5 - .

¥ MUIP: 192.168.100.101 #~ CTLIP: 192.168.100.102

Source Selection(1) Start(2) CTL Reboot(3)

JO MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_¢(
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? SE/HS5-4000 Upgrader V1.0.5 - *

¥ MUIP: 192.168.100.101 # CTLIP: 192.168.100.102

Source Selection(1) | | Start(2) CTL Reboot(3)

JO MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_(

Upgrading in Progress!
MU Upgrade Donel!
CTL Upgrading!

» When the “Upgrading Done!” reminder is shown, the HS-4000 will reboot automatically, and the whole

firmware update procedure is done successfully.
f SE/HS-4000 Upgrader V1.0.5 - x

¥ MUIP: 192.168.100.101 *~ CTLIP: 192.168.100.102

Source Selection(1) | Start(2) | CTL Reboot(3)

JO MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_¢

Upgrading Done!
MU Upgrade Done!
CTL Upgrade Donel!

® For DHCP Mode

» Please turn on the power of your HS-4000 and then you can see the initial screen which is shown in the
following diagram. Please tap the “gear” icon. The user interface of the SE-4000 is the same as the
HS-4000. We will take HS-4000 as an example in this section.

User Wipe P-in-P Still

8

Setting
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» After that, please tap the “Setup” button.
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< Back Menu

Name : Ip Address :

HS-4000 > 102.168.100.101°

I Start Inputs Outputs

Keyer ! Chroma

» Please press the “Network” button which is shown in the following diagram.

<{ Menu Setup

| Language Network Software

English

»You can see the “Network” interface, please confirm that the “HS-4000 DHCP” and “HS-4000 CTL DHCP”

are turned “ON”. After that, please press the “Save” button.

<{ Menu Setup

| Language Network Software

HS-4000 DHCP : HS-4000 IP Address HS-4000 Network Mask

192.168.100.101 255.255.255.0

CTL DHCP : CTL IP Address : CTL Network Mask :

192.168.100.102 255.255.255.0

Network Def
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» Please reboot your HS-4000 and then you can see that your HS-4000 is set in DHCP mode.

< Menu Setup

4 Language Network Software

HS-4000 DHCP : HS-4000 IP Address : HS-4000 Network Mask :

192.168.100.101 255.255.255.0

CTL DHCP : CTL IP Address : CTL Network Mask :

255.255.255.0

Network Def

» Please set your laptop or PC in DHCP mode.

Internet Protocol Version 4 (TCP/IPv4) Properties *

General Alternate Configuration

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

[@. Obtain an IP address automatically }
(O Use the following IP address:

(7) Obtain DNS server address automatically

(®) Use the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:

[Jvalidate settings upon exit Advancad...

» Please download the “DVIP Network Configuration Tool” from Datavideo official website’s HS-4000
product page https://www.datavideo.com/product/HS-4000

» Please use the “DVIP Network Configuration Tool” to confirm that your laptop or PC, your H5-4000 main
unit and HS-4000 CTL are set in the same LAN.
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W seectnN.  ?

Network Interface:
[192.168.50.90] Ethernet v

- DVIP Network Configuration Tool v1.1.6
Settings

Q2

datavideo

INVS-32 [192.168.50.154] [00:07:36:42:52:62]

» Please open the HS-4000 firmware update tool “hs4000_upgrader_v1.0.5.exe”
H sehs4000_upgrader_v1.0.5.exe

f SE/HS-4000 Upgrader V1.0.5 - X

¥ MUIP: 192.168.100.101 ~ CTLIP: 192.168.100.102

Source Selection(1) Start(2) CTL Reboot(3)
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» Please modify the MU IP and CTL IP to the DHCP IP addresses which are detected by your DVIP
Configuration Tool. In this example, the MU IP address is “192.168.50.133” and the CTL IP is
“192.168.50.68".

f SE/HS-4000 Upgrader V1.0.5 - X

v MUIP: 192.168.50.133 ¥ CTLIP: 192.168.50.6§

Source Selection(1) Start(2) CTL Reboot(3) |

» Please press the “Source Selection” to select the latest HS-4000 MU &CTL firmware file ”
se4000_MU _v1.1.1.3 _CTL_v1.4.4.zip” from your laptop or PC.

@ SE/HS-4000 Upgrader V1.0.5 — X

¥ MUIP: 192.168.50.133 v CTLIP: 192.168.50.68

Source Selection(1) Start(2) CTL Reboot(3)
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slder ~ [H 0
Q Name Date modified Type Size
ﬂ SE-4000 Controller v1.1.0.5.exe 12/1/2023 11:04 AM Application 7
|:| 5e4000 MU v1.1.1.3_release_notes.txt 1/25/2024 10:42 PM Text Document 11
5‘]3 se4000_MU_v1.1.1.3_CTL_v1.4.4.zip 0:19 AM Compressed File (... 31,433
\4 5ehs4000_upgrader_v1.0.5.exe 1/30/2024 11:45 AM Application 12,784
e sehs4000_upgrader_v1.0.5_win7_8.exe 1/30/2024 11:48 AM Application n,m7
v < >
ename: | se4000_MU_v1.1.1.3_CTL_v144.zip -

» Once the firmware file is selcted, please press “Start” and then the firmware update procedure will be

started automatically.

f SE/H5-4000 Upgrader V1.0.5 — x

¥ MUIP: 192.168.100.101 ~ CTLIP: 192.168.100.102

Source Selection(1) Start(2) CTL Reboot(3)

JO MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_t¢

» When the “Upgrading Done!” reminder is shown, the HS-4000 will reboot automatically, and the whole

firmware update procedure is done successfully.

f SE/HS-4000 Upgrader V1.0.5 — X

¥ MUIP: 192.168.50.133 © CTLIP: 192.168.50.69

Source Selection(1) | Start(2) | CTL Reboot(3) |

J0 MU v1.1.1.3_CTL v1.4.4 Software Release/usb_v1113_t(

Upgrading Done!
MU Upgrade Done!
CTL Upgrade Donel!




